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Gas fired hot plates, ranges, heaters, and other appliances may be
used where no hazard is created but shall be serviced with rigid pipe
connections and properly vented to the outside.
Oil burning space heaters of the cabinet type shall be of a type'
approved by a nationally recognized laboratory as being safe for such
use in connection with these occupancies. Such heaters shall not have
a heat generating capacity in excess of 50,000 British Thermal Units
each unless installed in accordance with accepted safety standards.
Combustible floors under all heaters shall be protected by not less
than one-half inch asbestos covered with metal or a similar protec-
tion. No heaters shall be located less than 18 inches from combustible
walls or ceilings unless properly insulated and protected.
Fuel oil storage tank constructed as an integral part of the heater
shall not exceed six gallons in capacity.
Fuel oil storage tanks not integral with the heater shall be properly
vented.
Hoods, vents, ducts, etc., from heating equipment, cook stoves,
water heaters, sterilizing machines, ranges, etc., shall be installed in
accordance with best practices to eliminate hazards and provide proper
ventilation. Hoods and vents installed over cook stoves and ranges
shall be maintained clean and free of grease accumulations at all times.
g. Electrical Equipment
All electrical wiring and installations shall be installed in accordance
with provisions of the National Electrical Code.
Extension cords shall not be fastened to walls as permanent elec-
trical wiring, and when used must not constitute a fire hazard. Elec-
tric lamps and other appliances in closets or other confined locations
shall be protected by wire guards if near woodwork, paper, clothing
or other combustible material.
h. Special Hazards
Storage and handling of other than approved safety film shall be in
accordance with the National Board of Fire Underwriters' regulations.
When approved acetate base safety film is used, metal safety cabinets
and film storage vaults are not required except when required by
local ordinance.
Combustible anesthetic gases and oxygen equipment used in hos-
pitals shall be installed and maintained in accordance with the follow-
ing: Storage rooms for anesthetic gases and oxygen shall not be
heated; where stored in same room, oxygen and nitrous oxide shall
be stored on the opposite side of room from ether and other com-
bustible gases; gas machines shall be inspected at regular intervals
and maintained in a satisfactory condition; special precautions shall
be taken to assure absolute cleanliness in handling of all gases under
pressure, as presence of fats and greases about them increase the
explosion hazard.
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